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a program allows the use of an admin-
istrator’s own laboratories, these lab-
oratories shall be reviewed by a quali-
fied third party acceptable to HUD. 
Documentation of acceptance for ad-
ministrator laboratories shall be main-
tained by the administrator and HUD. 
Administrator laboratories shall be 
subject to reapproval every two years. 

(7) Withdrawal of approval. Labora-
tory approval shall be withdrawn or 
temporarily suspended if it is deter-
mined that the laboratory is not com-
plying with the approved requirements. 
Causes for suspension include, but are 
not limited to, the following: 

(i) Incompetence. 
(ii) Failure to test in accordance with 

the test methods described in the 
standard. 

(iii) Issuance of test reports which 
fail to comply with the requirements 
described in the specific product cer-
tification program. 

(iv) Falsification of the information 
reported. 

(v) A statement implying validation 
of the product using a test report 
which constitutes only part of the 
total standard. 

(vi) Deceptively utilizing references 
in advertising or other promotional ac-
tivities. 

(vii) Submission of incomplete or in-
adequate information and documenta-
tion called for herein. 

[44 FR 54656, Sept. 20, 1979, as amended at 63 
FR 5423, Feb. 2, 1998]

§ 200.936 Supplementary specific pro-
cedural requirements under HUD 
building products certification pro-
gram for solid fuel type room heat-
ers and fireplace stoves. 

(a) Applicable standards. Solid fuel 
type room heaters and fireplace stoves 
certified under the HUD Building Prod-
ucts Certification Program shall be de-
signed, assembled and tested in con-
formance with the following standards, 
which are incorporated by reference: 

(1) ANSI/UL 737 (1978), for fireplace 
stoves; 

(2) ANSI/UL 1482 (1979), for solid fuel 
type room heaters with coal amend-
ments. 

(b) Labelling. (1) Under the procedures 
set forth in paragraph (d)(6) of § 200.935, 
concerning labelling of a product, the 
administrator’s validation mark and 
the manufacturer’s certification of 
compliance with the applicable stand-
ards are required to be on the certifi-
cation label issued by the adminis-
trator to the manufacturer. In the case 
of solid fuel type room heaters and fire-
place stoves, the following additional 
information must be included on the 
certification label: 

(i) The manufacturer’s statement of 
conformance to the HUD Building 
Products Certification Program; 

(ii) The manufacturer’s name and the 
identity and location of manufacturing 
plant; 

(iii) The specification designation 
and manufacturer series or model num-
ber; and 

(iv) The type of fuel to be used. 
(2) The certification label must be 

permanently affixed to the heater or 
stove and be readily visible after the 
heater or stove is installed. 

(c) Periodic tests and quality control in-
spections. Under the procedures set 
forth in paragraph (d)(8) of § 200.935, 
concerning periodic tests and quality 
control inspections, the frequency of 
testing for a product must be described 
in the specific building product certifi-
cation program. In the case of solid 
fuel type room heaters and fireplace 
stoves, testing and inspection shall be 
conducted as follows: 

(1) Once every four years, beginning 
with the initial administrator visit, a 
sample of each certified product shall 
be selected by the administrator for 
testing for compliance with the appli-
cable standards in a laboratory which 
has been accredited under the National 
Voluntary Laboratory Accreditation 
Program. 

(2) The administrator shall visit the 
manufacturer’s facility two times a 
year to assure that the initially ac-
cepted quality control procedures are 
being followed. 

[48 FR 1955, Jan. 17, 1983]
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